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ANNULAR CONDUCTIVITY LEADS

Blank Section  Typically 50 Feet  Where Rquired

Sulfide Contact

OXIDE BEDROCK UNIT

FIGURE C-1

FLORENCE COPPER, INC.

FLORENCE, ARIZONA

INJECTION / RECOVERY

WELL CONSTRUCTION DIAGRAM

SCALE: AS SHOWN

MARCH 2021

Blank Section  Typically 50 Feet  Where Rquired

6-INCH OR 8-INCH NOMINAL DIAMETER 

FIBERGLASS REINFORCED CASING

FIBERGLASS REINFORCED TO PVC PIPE 

ADAPTER (IF PVC SCREEN IS USED)

12-1/4-INCH MIN. BOREHOLE

6-INCH OR 8-INCH NOMINAL DIAMETER 
SCHEDULE 80 PVC OR FIBERGLASS SCREEN 
(0.080-INCH WIDE SLOTS)

6- INCH OR 8-INCH NOMINAL DIAMETER 
SCHEDULE 80 PVC OR FIBERGLASS CASING

6-9 COLORADO SILICA SAND 
FILTER PACK

TYPE V CEMENT, TYPICAL

STAINLESS STEEL CASING CENTRALIZERS 
EVERY 40 FEET

PVC OR FIBERGLASS ENDCAP
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CONCRETE PAD

14-INCH MIN. STEEL SURFACE

CASING, CEMENTED

20-INCH MIN. BOREHOLE

CASING CENTRALIZERS EVERY 40 FEET

ANNULAR CONDUCTIVITY DEVICE (ACD)

TYPE V PORTLAND CEMENT (NEAT MIX) 

ANNULAR CONDUCTIVITY DEVICE (ACD)

EARLY WARNING ACD INSTALLED ON 10% OF ISCR WELLS




